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black 
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Part Number Guide

POSiTiOn DeScriPTiOn eXAMPLe

1 heaD type

F = Flat heaD
Ds = bugle heaD 
(Drywall screws)
c = Fillister heaD
p = pan heaD
pw = pan washer heaD

pwM = MoDiFieD pan washer heaD
t = truss heaD
tM = MoDiFieD truss heaD
lt = large truss heaD
o = oval heaD 
t = triM heaD

2 Drive type
q = quaDrex Drive
p = phillips Drive
k = square Drive

c = coMbineD 
(either square, phillips or quaDrex slot)
p = pozi Drive

3 threaD type
c = coarse threaD
M = Machine threaD
w = regular wooD threaD

hl = hi-lo threaD
a = sheet Metal threaD

4 variation n = nibs u = unDercut heaD

5 point type
17 = type 17 point
s = type s point
a = type a point

t = type tek point
ab = type ab point 
b = type b point

6 Finish coDe

ab = antique brass  
ac=antique copper 
b = black 
b = bright brass 
bz = black zinc 
n =  nickel

p = plain 
s = sanD 
w = white 
yz = yellow zinc
z = zinc

7 gauge

#4 
#5 
#6 
#8 
#10

M4 
832

8 size 1”, 1 1/2", 2", etc.

9 packaging
M1 = 1000
J = Jar
p = pail

pk = plastic bag
vp = visual pack
(nothing) = bulk

Finish Guide

yeLLOw biT nO. 0 green biT nO. 1 reD biT nO. 2 bLAck biT nO. 3

Bit Color Guide

cODe F Q c n 17 P 8 1 M1

position 1 2 3 4 5 6 7 8 9

soMe popular screw sizes are available in Jars along with a Driver bit

commitment:
richelieu hardware ltd. takes the greatest care in the preparation of 
this publication so that all information is exact. however, richelieu 
reserves the right to make changes to any technical specifications or 
to the price of its products at any time and without notice. richelieu 
shall not be held responsible for any damages which can result from 
these changes, for any out-of-stock condition of a product, for the 
fact that it has been discontinued or for any error and/or omission.
the installer or the end-user is solely responsible for the conformity 
of the product’s installation with all laws and any regulations in 
force where the product is installed. richelieu denies any responsi-
bility to that effect.
the photographs are as an indication only. 
actual product may differ.

(For a list oF all bits, see page 40-41)

For screws no.3-4 For screws no.5-6-7 For screws no.8-9-10 For screws no.12-14

Accessories Custom Color Punch Kit

www.fastcap.com

PROBLEM FASTCAP’S SOLUTION

How will I match this? With the Custom Color Punch 
Kit!

Some of the accessories

• Hard shell case
• 3/8, 9/16, 18mm dies
• Hole punch
• Sample PowerHead screws
• 50’ 1” SpeedTape
• FlushMount drill bit

Great for one-off caps

3. Drill hole

4. Insert PowerHead Screw

5. Place Fastcap over screw

1. Apply SpeedTape adhesive to back 
of edgebanding or veneer

2. Use Custom Color Punch Tool to cut 
desired cap size

For use with .018 to .022 
edgebanding and veneer. 

Not recommended for 
plastic laminate, but will 

work in a pinch!

     Do you only 
need a few Fastcaps? 

Need them in a custom color? Make 
your own custom color Fastcaps. The 

Custom Color Punch Kit comes with 3 die sizes: 
3/8”, 9/16” and 11/16”.

Apply SpeedTape to your material and punch the 
caps you need with the Custom Color Punch Tool. Take 

it a step further by countersinking the screw with the 
Micro FlushMount DrillBit and applying your custom made 
9/16” cap flush with the surface. The finishing look to a 
professional job!

11/16”3/8” 9/16”

3  precision dies included!

Plastic 
Laminate

DeScriPTiOn uniT
custoM color punch tool 918806

custoM color punch tool/Drill kit 918805
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